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Equipped with AEM DRYFLOW Filter. No oil required! 
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Congratulations!  You have just purchased the finest Air Induction & Filtration system 
for your car at any price! 
The AEM Brute Force Intake System is the result of extensive development on a wide 
variety of cars.  It is the most advanced short pipe air intake system on the market.  
Each system is specifically engineered for its particular application.  All AEM Brute 
Force Intake Systems deliver maximum performance gains through the lightweight, all-
aluminum, mandrel-bent tubing that is tuned in both length and diameter.  The tube 
length and diameter are matched for each specific engine to give power over a broad 
RPM range.  Every intake is coated with a high-gloss, heat-reducing Zirconia based 
powder coating.  This special blend of powder coating helps reduce heat penetration, 
which in turn reduces the temperature of the inlet air charge.  The cooler inlet air 
temperature translates to more power during the combustion process because cool air 
is denser than warm air.  The air mass flow to the engine is increased because of the 
increased airflow and reduced inlet temperature, which translates to more power.   

 

Bill of Materials for:  Part #21-8009 
1 2-80091 Air Inlet Pipe 
1 5-492 Coupler, 2.75" to 3.00" x 90 Deg. 
1 9452 #52 Hose Clamp 
1 9448 #48 Hose Clamp 
1 9444 #44 Hose Clamp 
1 784634 Grommet 1/2", IAT 
1 21-2039D 3.00" x 9.00" Dryflow Filter 
1 20-8009 Heat Shield 
1 1228560 Rubber Mount, M8 
1 559960 Washer, 8mm X 30mm X 1mm  
1 444.460.08 Locknut, M8 
1 1-113 Zip Tie, 6" 
2 99024.032 Hose Clamp, 1" 

35" 65116 Breather Hose, 1/2" 
1 10-903 Fan Warning Label 
1 10-8009 Instructions 
2 10-922S AEM Decal 

 



Read and understand these instructions BEFORE attempting to install this product. 
1) Getting Started 

a) Make sure vehicle is parked on a level surface. Set parking brake. 
b) Disconnect negative battery terminal. 
c) If engine has run within the past two hours, let it cool down. 

 
2) Removal of the stock intake system. 
 

Loosen 

 
 
 
 
 

Remove 

a) Loosen the hose clamp that secures the 
intake duct to the air cleaner housing. Remove 
the inlet air temperature (IAT) sensor from the 
intake duct. Set the IAT sensor in a safe place. 

b) Loosen the two hose clamps securing the 
intake duct to the air box on top of the motor 
and to the resonator next to the radiator fan 
shroud.  

Hose Clamp 

IAT 

 
 
 
 
 
 

c) Remove the two plastic rivets securing the 
intake duct in place. These two rivets are 
located under the air conditioning lines. 
Remove the intake duct from the vehicle. Use 
care to avoid bending the A/C lines too far. 

d) Remove the resonator from the engine bay. 
Use care to avoid damaging the radiator hoses 
and the A/C lines. 
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Remove 
Remove 

Remove Pull 
Up 

Remove 

 
 
 
 
 

e) Remove the mounting bolt that secures the 
air box to the intake manifold. Loosen the hose 
clamp securing the air box the throttle body. 

f) Rotate the air box up to gain access to the 
breather hose near the back. Remove the 
breather hose from the air box and remove the 
air box from the vehicle. Remove the breather 
hose from the valve cover by loosening the 
clamp.  

 

h) Remove the plastic air box mounting bracket 
located next to the radiator. The bracket is 
released by sliding it straight up. 

j) Remove the four radiator fan shroud 
mounting bolts (two on each side). 

 
 
 
 
 

g) Remove the air cleaner housing by 
removing the retaining nut and pulling straight 
up on the rubber mounts at the radiator 
support. 

 
 

i) Remove the air cleaner housing mounting- 
stud. This stud will be replaced with a rubber 
mount supplied in the AEM intake kit. 

 



l) Remove the three radiator fan shroud 
mounting bolts along the top edge of the 
radiator support. Remove the shroud from the 
engine bay. Maneuver the shroud carefully to 
avoid bending the fan blades, A/C lines or 
radiator fins.  

Remove 
 
 
 
 
 
 
 
 
 
  
 

 
3) Installation of the AEM Brute Force Intake System. 

a) When installing the Cold Air Intake System, DO NOT completely tighten the hose clamps or 
mounting tab hardware until instructed to do so later in these instructions. 

Crease on shroud aligns 
with arrow on template 

 

d) Reinstall the radiator fan shroud, being 
careful not to bend the fan blades, A/C lines, or 
radiator fins. Secure with the three bolts along 
the top of the support and the two on the 
passenger side of the vehicle. Leave the two 
on the driver’s side out until instructed to install 
them in the next step. 

e) Align the two tabs on the AEM heat shield 
with the two radiator fan shroud holes. Install 
the original bolts to hold the heat shield in 
place.

Trimmed 
Area 

 
 
 
 
 
 

b) Cut-out the attached template at the end of 
these instructions. Tape the template in place 
on the radiator fan shroud. Be sure to align the 
arrow on the template with the crease on the 
shroud and the straight edge of the template 
with the edge of the shroud. 

c) Using a hacksaw or other appropriate tool, 
trim the radiator fan shroud, using the paper 
template as a guide. It is better to remove too 
little at first then to remove too much. You can 
always go back and trim more off if necessary 
after test fitting. 

 



Hose Clamp 

 
 
 
 
 

f) The third tab on the heat shield should line 
up with the hole where the air cleaner 
mounting stud was removed. Secure the heat 
shield with the supplied rubber mount.   

g) Install the supplied breather hose on to the 
valve cover and secure with the 1” hose clamp. 
Route the hose around the back of the oil 
dipstick, being careful not kink the hose. 

 
 
 
 
 

h) Loosely install the 2.75” to 3.00” 90-degree 
coupler on to the throttle body. The 2.75” end 
and #44 hose clamp attach to the throttle body, 
the 3.00” end and #48 hose clamp face the 
front of the vehicle.

i) Install the supplied IAT grommet in to the 
backside of the AEM inlet pipe. 

k) Feed the throttle body end of the inlet pipe 
(the end furthest from the IAT grommet and 
bracket) under the A/C lines and into the 
coupler installed in step 2h. Loosely secure 
with the #48 hose clamp. 

 
 
 

j) Place the AEM filter in the well created by 
the heat shield. Orient the hose clamp so that it 
is easy to get to for tightening. 

 



IAT 

Breather 
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l) Loosely install the AEM air filter on to the 
end of the inlet pipe.  

m) The bracket on the pipe will line up with the 
rubber mount installed in step 2f. Loosely 
secure the bracket with the supplied M8 
washer and locknut. Refer to the following 
diagram for proper rubber mount installation.  

 
 
 

Rubber Mount 

M8 Washer 

Lock Nut 
 
 
 
 
 Inlet Pipe Support Tab
 
 
 Heat shield  
 
 
 

 
 
 
 
 
 
 

n) Lightly lubricate the IAT grommet using 
clean engine oil. Insert the IAT sensor into the 
grommet, using care to avoid pushing the 
grommet through in to the pipe. Connect the 
open end of the breather hose to the nipple on 
the AEM intake. Secure with the remaining 1” 
hose clamp. Make sure the hose is not kinked 
anywhere along it’s path. 

o) Use the supplied 6” plastic zip tie to secure 
the two A/C hoses together. Make sure the 
hoses do not come into contact with the AEM 
inlet pipe. It may be necessary to gently bend 
the upper A/C line keep the lines form touching 
the intake. 

 



4) Re-assemble the vehicle 
a) Position the filter for best fitment.  Be sure that the filter or any other components do not contact 

any part of the vehicle or heat shield. Check clearance between the intake pipe and the radiator 
fan shroud where the shroud was trimmed. Trim the fan shroud further if clearance is not 
sufficient. 

b) Affix supplied warning sticker to the fan shroud adjacent to the area that was trimmed for 
clearance. 

c) Tighten all hose clamps. 
d) Tighten the lock nut on the mounting bracket. 
e) Inspect the engine bay for any loose tools and check that all fasteners that were moved or 

removed are tight. 
f) Start engine and perform a final inspection before driving the vehicle. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Before After 

For Technical Inquiries 
E-Mail Us At 

tech@aempower.com 

Align edge of fan shroud with 
this side of template. 

Match arrow with crease 
on fan shroud. 
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