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Congratulations!  You have just purchased the finest Air Induction & Filtration system for your car at 
any price!The AEM V2 intake system features a revolutionary breakthrough in inlet system design that 
delivers maximum power throughout the entire powerband of the engine.  

AEM has always designed its air intake systems to deliver maximum torque and power in the 
engine’s lower-rpm region because that is where most daily driving occurs. This creates a compromise 
because the operating frequency of the pipe is fixed, and does not change with rpm, causing the sound 
wave to be ineffectual when it is not in sync with engine speed.  

The AEM V2 intake system enhances power throughout the entire rpm band by using sound 
wave management. By having a primary tube and a secondary tube, the V2 Cold Air system has all of 
the benefits of the standard AEM Cold Air, while being tuned to generate more power over a wider 
powerband, by generating multiple frequency sound waves within the inlet system. It works by 
generating a primary wave with a specific frequency that is transmitted along the length of the inlet duct 
and coincides with the opening of the inlet valve. As this sound wave traverses the end of the duct, a 
secondary (second order) wave is sent in the reverse direction of the primary wave. This secondary 
wave is traveling toward the inlet valve and when it opens, helps to fill the cylinder.   

Essentially, what this means is that our engineers found a way to create multiple wave 
frequencies within the tubes to coincide with the inlet valve timing events throughout a broad rpm 
spectrum. We have realized significant power gains—even over our existing air intake systems—with 
this design. We are confident that this design is the most sophisticated, and power producing, on the 
market. 
At AEM we accept no compromise when it comes to making power. This commitment to making the best 
performance products on the market is what lead to the AEM V2 Intake System, and is what will keep us 
at the forefront of quality and innovation. 

Bill of materials for: 24-6005 

Quantity Part Number Description 

1 2-60051* Intake Pipe 
1 21-205 Air filter Assembly 4.0 5& Clamp 
2 103-BLO-4420 #44 Hose Clamp 
1 5-275 2.75x3" Silicone Hose 
4 4093-5 HOSE CLAMP,3/4" 

9.5” 65128  Water HOSE 3/8ID 
10" 65128 Breather HOSE 3/8ID 
1 1228599 Rubber mount 1 x 6mm 
2 444.460.04 Nylok Nut 6mm 
2 559999 Flat Washer m6x25 
2 8-105 1/8" Vacuum Cap 
1 2-658 Aluminum Spacer 
1 2-677 Soft Mount Bracket 
1 1-2075 M6 x 40 Hex/Flange Bolt 
9" 65532 5/32" ID Vacuum Hose 
1  10-6005* Instructions 
2 10-922S AEM Silver Decal 
1 10-922V40 EMBLEM,V2 4.0 OD 
  10-504 Box 30x12x8 
    Packaging material 

Note: The highlighted parts are for 1992-1996 models only. 
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Read and understand these instructions BEFORE attempting to install this product. 
Note:  This inlet pipe kit requires the removal and reinstallation of emissions related 
components.  If you are not familiar with the installation and/or the operation of these 
components then please refer this installation to a qualified professional. 
1) Getting started 

a) Make sure vehicle is parked on a level surface. 
b) Set parking brake. 
c) Make sure you have the anti-theft code for the radio. 
d) Disconnect negative battery terminal.  
e) If engine has run within the past two hours let it cool down. 

 
2) Removing the stock air inlet system 
 

 

a) Before removing any of the O.E. components, label each individual part so that no components become 
mixed up during the installation process.  
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b) Disconnect the breather tube from the OE air inlet 
tube. On 92-96 models, remove the small breather 

tube from the top of the OE air inlet tube. The tube is 
inserted into a rubber boss on the inlet tube. Loosen 

the hose clamp holding the air inlet tube to the throttle 
body. Remove the air inlet tube by sliding it off the 
throttle body and pulling it off the air filter housing.  

c) Drain approximately ½ gallon of coolant from the 
radiator and put into an appropriate container to be 
used at the end of the install. Disconnect the water 
bypass hose from throttle body located at the lower 
portion of the throttle body. Disconnect the opposite 
side of the water bypass hose, which runs to either 

the intake manifold. Remove the entire water bypass 
hose and breather hose assembly from the vehicle. 

  

d) Unbolt the two bolts holding the air filter housing to 
the chassis. Lift and remove the air filter housing.  

e) Disconnect the vacuum hoses and electrical 
connections that run to the Intake Air Control 
(IAC) solenoid valve. This valve controls the 

Intake Control Diaphragm (ICD). These 
components reduce the amount of intake noise 

generated in the stock system. AEM’s V2 System 
eliminates these components. Remove the IAC 
solenoid valve from the vehicle.  For reference, 

the IAC solenoid valve is a little black box located 
behind the battery and underneath the stock inlet 
tube. Remove the aluminum bracket that mounts 

the IAC solenoid valve. 

Breather Tube 

Hose Clamp

Vacuum Hoses

Electrical Connection

Bracket
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f) Remove the passenger side front wheel and 
remove the three bolts and the plastic push 

connector holding the splash shields in place. 
Move out of the way to expose the resonator box 

bolts. 

g) Remove the three bolts holding the resonator box 
in place. The third bolt is on top of the resonator box. 

Lower the box out of the car. Reinstall the splash 
shields and wheel. There will not be anymore work 

done under the car.  
 

h) Remove the rubber sleeve from inside the fender. 
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3)   Installing the AEM V2 Intake (97-01 Prelude) 

  

a) Connect the new supplied water bypass hose and 
¾” hose clamps to the throttle body and the intake 
manifold where the factory water bypass hose was 

disconnected earlier. 

b) Install the 2.75” hose on to the throttle body using 
both 2.75” hose clamps. Check to see that the inside of 
the AEM V2 inlet pipe and air filter are clean and free 

from any foreign objects and/or obstructions. 

  

c) Thread the supplied rubber mount into the front 
hole where the aluminum bracket that mounted the 

IAC solenoid valve was located.  

d) Install the AEM V2 pipe into the 2.75” hose on the 
throttle body. The throttle body end is the end with the 

breather hose nipple. 
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e) Install the supplied 3/8” breather hose from the 
nipple on the intake pipe to the nipple on the valve 

cover. Use the supplied ¾” hose clamps on the AEM 
V2 intake pipe nipple and on the valve cover nipple. 

Install the small rubber vacuum line plug on the 
manifold where the vacuum line from the IAC solenoid 

valve was removed. 

f) Slide the inlet pipe support over the rubber mount. 
Use the supplied washer and lock nut and 

assemble as shown. Do not tighten until intake is 
properly fit and not touching anything in the 

engine bay. Next install the AEM V2 filter on to 
the end of the inlet tube. Push the filter over the 
inlet pipe until it mates to the step inside the filter 

inlet. Install the supplied hose clamp to secure the 
filter onto the inlet pipe. Tighten the hose clamp 

after this is done. 
 
 
 
 
 
 
 
 

Rubber Mount Diagram 

Lock Nut

Fender 
Washer 

Inlet Pipe SupportRubber

Mounting Surface 
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g) Check that the filter is not touching any part of the vehicle. Position the inlet pipe for best fitment. Be sure 
that the pipe or any other component is not in contact with any part of the vehicle. Tighten the hose clamps at 

the throttle body. Tighten the nut on the rubber mount. Check for proper hood clearance.  Re-adjust pipe if 
necessary. 
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4)   Installing the AEM V2 Intake (92-96 Prelude) 

  

a) Connect the new supplied water bypass hose and 
¾” hose clamps to the throttle body and the intake 
manifold where the factory water bypass hose was 

disconnected earlier. 

b) Install the 2.75” hose on to the throttle body using 
both 2.75” hose clamps. Check to see that the inside of 
the AEM V2 inlet pipe and air filter are clean and free 

from any foreign objects and/or obstructions. 

  

c) The intake mount assembly consists of; (1) 
aluminum spacer, (1) mount re-locator, (1) rubber soft 
mount, (1) M6 x 40 bolt, (1) washer, and (1) Nylok nut. 

These should be assembled as shown above.  

d) Install the intake mount assembly into the front hole 
where the aluminum bracket that mounted the IAC 
solenoid valve was located. 

Soft mount, 
washer,  
Nylok nut. 

M6 x 40 bolt, 
mount re-locator, 
aluminum spacer. 
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e) For this step the battery must be removed. This can 
be done by disconnecting the positive terminal and 

removing the battery tie-down. Once removed, install 
the AEM V2 pipe into the 2.75” hose on the throttle 
body. Slide the inlet pipe support over the rubber 
mount. Use the supplied washer and lock nut and 

assemble as shown. Reinstall the battery and 
components 

f) Install the supplied 3/8” breather hose from the 
nipple on the intake pipe to the nipple on the valve 
cover. Use the supplied ¾” hose clamps on the 
AEM V2 intake pipe nipple and on the valve cover 
nipple. Install the small rubber vacuum line plug 
on the manifold where the vacuum line from the 
IAC solenoid valve was removed. 

  

g) Remove the original 5/32” breather line that was 
between the stock intake pipe and the hard plastic 

breather line. Install the supplied longer 5/32” vacuum 
hose and attach it to the nipple on the backside of the 

intake pipe.  

h) Next install the AEM V2 filter on to the end of the 
inlet tube. Push the filter over the inlet pipe until it 
mates to the step inside the filter inlet. Install the 

supplied hose clamp to secure the filter onto the inlet 
pipe. Tighten the hose clamp after this is done. 

Hard plastic 
breather line 
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g) Check that the filter is not touching any part of the vehicle. Position the inlet pipe for best fitment. Be sure 
that the pipe or any other component is not in contact with any part of the vehicle. Tighten the hose clamps at 

the throttle body. Tighten the nut on the rubber mount. Check for proper hood clearance.  Re-adjust pipe if 
necessary. 

 
 
5)   Re-assemble the vehicle 

a) Inspect the engine bay for any loose tools and check that all fasteners that were moved 
or removed are properly tight. 

b) Add the coolant, that was removed in step c), to the radiator. 
c) Reconnect the battery cable(s). 
d) Start the vehicle and check for proper operation of all the components that were 

removed. 
 
 

For Technical Inquiries 
E-Mail Us At 

tech@aempower.com 
 
 
 

 


