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Gran Turismo 
Supplemental Instructions 

 
09+ Nissan GT-R (R35)  Front 

 
 
The front brake line on this vehicle is complex, and requires the use of 2 specially 
machined fittings, and 3 individual lines per side.  Each brake line package should 
contain three individual lines, three M10x1.0 to -3AN adapter fittings, two M10x1.0 banjo 
bolts, and seven copper crush washers.  The first step in the replacement of the brake 
line is to prepare one of each of the machined blocks (per side) as in the photos below.  
Use 1 of the included copper crush washers on each fitting.  Torque to 27 Nm (20 ft-
lbs). 
 

 

 
 
Next, remove the nuts that hold the OEM brake line fittings to their respective brackets 
on the rear of the shock body and the rear of the upright, along with the bolt at the front 
of the upright holding the hard-line bracket to the upright bracket.  Mount the machined 
block with the single adapter fitting to the bracket on the shock body vacated by the 
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OEM brake line.  The circular boss on the side of this fitting faces towards the outside of 
the car.  Mount the second machined fitting to the bracket on the rear of the upright with 
the second adapter fitting pointing towards the center of the car.  See photo below 
showing block and brake line connections at the shock body on the left hand side. 
 

 
 
The first brake line to be installed runs from the adapter fitting on the bottom of the block 
attached to the shock to the chassis bracket and hardline.  First, loosely thread the 
straight swivel end of this line onto the adapter fitting on the block.  Next, insert the hex 
end of the new brake line into the chassis fitting and thread the hardline into it.  Secure 
this fitting with the original clip.  Torque the hardline to the factory specifications using a 
line wrench.  Finally, torque the swivel end of this line to 20 Nm (15 ft-lbs), using a back-
up wrench on the hex below the swivel to prevent the line from twisting.  This line 
should look approximately like the following photo when complete. 
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The second brake line to be installed has a 45° banjo fitting on one end, and a straight 
swivel fitting on the other.  Using one of the included banjo bolts and 1 crush washer on 
each side of the fitting, affix the 45° banjo end of this line to the block attached to the 
shock.  Orient approximately as shown below and torque to 27 Nm (20 ft-lbs) while 
preventing the line from moving. 
 

 
 
The other end of this line is then connected to the fitting at the bottom of the block 
mounted at the rear of the upright.  Torque the swivel end of this line to 20 Nm (15 ft-
lbs), once again using a back-up wrench on the hex below the swivel to prevent the line 
from twisting. 
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The third line has a 90 degree fitting on one end and a banjo fitting on the other.  This 
line runs from inside of the block on the rear of the upright to the caliper.  Loosely 
connect the banjo fitting of this line to the caliper using the remaining banjo bolt and 2 
crush washers.  Connect the other end to the fitting on the side of the block.  Torque the 
banjo at the caliper to 27 Nm (20 ft-lbs) and  the connection at the upright to 20 Nm (15 
ft-lbs) while preventing the line from moving. 
 
Check the brake line for rubbing or contact with suspension and tires through full 
suspension travel and steering lock.  Adjust as needed to prevent contact. 
 
 


