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Package Contents – See back page for illustrations: 
(2) Rack Rails 
(4) Rack Rail End Caps 
(4) ¼-20 x ½” long Button Head screws 
(6) Pinch Clamps  
(6) Rack Rail Inserts 
(2) Load Bars 
(4) Load Bar End Caps 
(4) ¼-20 x 9/16” Narrow Shoulder Hex Head Screw 
(16) ¼ Flat Washers 
(16) ¼ Split Lock Washers 
(16) ¼-20 x ¾” long Button Head Screws 
(8) ¼-20 Nylon Insert Lock Nuts 
(4) Backing Plates 
(4) Uprights, 10” high 
(1) Hex Key Wrench 
(2) 7 ft  tear drop seals 
(6) ¼-20 x 1-1/2” Screws 
(1) Clear film for stake pockets 

 

2. Truck Bed Preparation
 
Clean the top surface of the truck bed of any dirt or debris. 
 
If the truck bed is equipped with stake pockets, cover with clear film to 
help seal the truck bed interior against the weather. Cut the Clear film 
into four sections and apply. 

 

 Must be installed in conjunction with an over the rail soft     
tonneau cover.  If not, cap clamps must be used. 

 Maximum load capacity per bar is 150 lbs. 

Compatible Tonneau Covers: 
 
- Berlin Snap 
- Berlin hinge 
- Downey SST 
- Downey SE 

3. Rack Rail Assembly  - Downey Top Spin 

 

- Downey LTD 
- Extang Classic 
- Extang Black Max 
- Extang Saber 
- LeBra Rollup 
- LeBra Top Mount 
- Lund Genesis Snap 
- Lund Genesis Seal and Peal 
- Tonneau Master Slant-Side 
- Tonneau Master Hinge Slant-Side 
- Truxedo Truxport 
 
All registered brand names and trademarks are owned by their 
respective company’s. 

1. Rack Rail Endcap Assembly  

 

Remove the paper liner from the rack rails. 
 
Slide one end cap into the rack rail. 
 
Hold the end cap tight against the rack rail and tighten the ½-20 x ½” 
button shoulder screw using the hex key wrench.  DO NOT OVER 
TIGHTEN SCREWS.    Screw the ¼-20 x ½” button head shoulder screw partially into the end 

cap using the supplied hex key wrench.    Repeat for three remaining 
end caps. 

 
Repeat for other side. 
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4. Rack Rail Assembly 
 

 
 
Orientate the ¼-20 nylon insert lock nut so the nylon end faces into 
the nut channel of the rack rail.   
 
Slide all four nuts into the nut channel using this orientation. 
 
Slide the end cap into the end of the rail.   
 
Hold the end cap tight against the rack rail and tighten the ½-20 x ½” 
button shoulder screw.  DO NOT OVER TIGHTEN SCREWS.  
 
Repeat for other rack rail. 

5. Tonneau Cover Installation and Placement  
 
Install the tonneau cover per manufacturer’s directions.  Take care to 
center the tonneau cover front to back and side to side. 
 
Before final clamping of the tonneau cover to the truck bed, mark the 
location of each tonneau cover clamp with a piece of tape on the 
inside of truck bed. 

 
If the tonneau cover is already installed, place the tape as close as 
possible to the clamps. 

6. Tonneau Cover Measurement to Cab    
 
Measure the distance from the front of the tonneau cover rail to the 
cab of the truck for reference later.  Record below. 
 

 
Front measurement 

 
 

Drivers side 
 

 
Passengers side 

 
 
 

 

 7. Rack Rail Insert  
    

Since the truck bed may not be parallel, the amount of overhang for 
each rack rail insert will need to be adjusted.   

  

 
 
Measure the distances between the tonneau cover rail to the inside of 
the truck bed where clamped and record values in table below.  Add 
the driver’s side and passenger’s side measurement and divide by 2. 
 

 

     
Location Drivers side Passengers 

side 
Total  Divide by 2 

 
 CLAMP A CLAMP D   

Front 
 
 CLAMP B CLAMP E   

Middle 
 
 CLAMP C CLAMP F   

Rear 
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Drawing C

 

8. Rack Rail Insert  
 
Unscrew the rear rack rail end caps and set aside. 
 
Using the values from the last column in the table above, slide rack 
rail inserts into the appropriate channel.  See drawings for examples. 
 
Slide the rail inserts to the corresponding position of the tonneau 
cover clamps. Replace rear rack rail end caps. 
 
If rail inserts bind in channel, open the rail channel opening with a flat 
blade of a screwdriver. 

 

 
Distance from edge 

of truck bed to 
Tonneau Rail edge 

 

Rail insert teeth exposed 
outside of rack rail 
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9. Placing rack rail onto truck bed 
 
Remove the tonneau cover clamps. 
 
Lift up the passenger side of the tonneau cover and place the rack rail 
on the truck bed top surface.   
 
Center the rack rail underneath the tonneau rail.  

 
Lower the tonneau cover onto the rack rail.  Check the position of the 
tonneau cover to the front by comparing the measurement from step 6.  
Adjust the tonneau cover as needed. 
 
Using the tape marks from step 5, slide the rail inserts so they are next 
to the clamp locations of the tonneau cover.   
 
Pull the rack rail tight against the truck bed so all rail inserts are 
touching the inside edge of the truck bed.  Repeat for driver’s side. 

11. Applying seals to sides 
 
Measure the distance from the edge of the rack rail to the tonneau 
cover rail.  Cut the tear drop seal to length 
 
Remove the adhesive backing from the cut tear drop seal. 
 
Orientate the seal so the lip faces inward toward the bed and the 
rounded bulb faces to the outside of the vehicle.  Lift up one corner of 
the tonneau cover and place the seal flush with the outside edge of the 
tonneau cover rail.   
 
Note: Cut two seals from each 7 ft section.  Do not cut all four seals 
from one 7ft section.  
 
Repeat for remaining corners. 
 
Trim seal on the corners for a cleaner looking install.   

 

12. Applying front seal 
 
Measure the distance between the tear drop seals at the front of the 
truck bed. 
 
Cut the tear drop seal to the length 
 
Remove the adhesive backing from the tear drop seal. 
 
Install the seal across the forward tonneau cover cross rail to seal the 
truck bed from the weather with the bulb facing out. 

 

10. Clamping rack rail to truck bed. 
 
Some truck beds may have a crown and the tightening sequence of 
the pinch clamp should be as follows: 
 
Clamp the forward most rail insert. Press the tonneau cover rail firmly 
down while using a 9/16” socket to tighten the pinch clamp to the rail 
insert and truck bed.   

 
Proceed to the middle rail insert and clamp using a pinch clamp. Press 
the tonneau cover rail firmly down while tightening the pinch clamp to 
the rail insert and truck bed.   
 
Finish the rack rail install by installing a pinch clamp to the rear rail 
insert. Press the tonneau cover rail firmly down while tightening the 
pinch clamp to the rail insert and truck bed.   Repeat for driver’s side. 
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14. Upright assembly 
 
Assemble the upright as shown below.  Start threading the ¼-20 x ¾” 
button head screws so the backing plate is held in place, allowing a 
gap between the upright and backing plate. 

 

15. Upright Installation 
 
 

 
 
Position the nylon insert lock nuts inserted in step 4 so that they are 
placed 2.5” apart.  Make sure that the nylon portion of nut is facing 
inward. 
 
Orientate the uprights so that the top surfaces face into the truck bed. 
 
Slide the uprights into the channel and position so that the lower holes 
line up with the nylon insert lock nuts. 
 
Assemble the upright to the channel with the ¼-20 x ¾” button head 
screw, lock washer and flat washer.  
 
Repeat for three remaining uprights. 

16. Upright Positioning 
 
Position the upright so that one pair is lined up in the forward part of 
the truck bed and one pair is lined up in the rear portion of the truck 
bed.  
 
For best results, use a tape measure for accurate alignment. 
 

13. Clamping tonneau cover 
 
Reposition the tonneau cover to the measurements taken in steps 6 
and 7. 
 
Position the clamps as close as possible to the tape put on earlier. 
Start clamping at the front of the truck bed and work towards the rear. 
 
NOTE: Keep the tonneau cover clamps as close as possible to the 
pinch clamps. 
 
Unroll the tonneau cover and check fit. 
 
NOTE:  Some tonneau cover clamp screws may not extend far enough 
to accommodate the rack rail.  Replace with ¼-20 x 1-1/2” screws. 
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17. Rack assembly 

 
 
Orientate the crossbar so the flat side is facing down. 
 
Start with the crossbar closest to the cab.  Lift the backing plate up by 
pressing upwards on the ¾” button head screws.   
 
Slide the crossbar so the backing plate slides into the lower channel of 
the crossbar. 

19. Rack assembly  
 
 

 
 
Lift the backing plate up by pressing upwards on the ¾” button head 
screws.   
 
Slide the crossbar so the backing plate slides into the lower channel 
of the crossbar. 

20. Assembly  
 

 
Move the crossbars and uprights to the desired position on the truck 
bed.  
 
Using the hex key wrench, tighten the lower ¾” button head screws on 
the upright. 
 
Center the crossbar between the uprights as needed. 
 
Using the hex key wrench, tighten the upper screws of the upright to 
secure the crossbar. 

18. Rack Assembly  
 
Continue to slide the load bar through the upright assembly until the 
load bar is at the opposite upright assembly.  
 

 



21.  Applying rear seal 
 
Measure the distance between the tonneau cover rails directly above 
the tailgate. 
 
Cut the tear drop seal to the length. 
 
Remove the adhesive backing from the tear drop seal. 
 
Install the seal across the rear tonneau cover cross rail to seal the 
truck bed from the weather with the bulb facing in. 

23. Installing End Caps 
 

 
Slide the end cap into the end of the crossbar. 
 
Tighten the ¼-20 x 9/16” narrow shoulder screw so that it goes through 
hole located on the end of the crossbar. 
 
DO NOT OVER TIGHTEN SCREW. 
 
Repeat for other end of crossbar.   

22. Crossbar End cap assembly 

 
Screw the ¼-20 x 9/16” narrow shoulder screw partially into the end 
cap as shown.  Repeat for remaining end caps. 
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PRO RAC GUIDELINES 
Please review the instructions and warranty carefully. Assembly and installation are the purchaser’s responsibility and beyond ProRac’s control. 
Therefore, ProRac exclusively limits its warranty to the repair or replacement of a defective ProRac product for up to three years from retail 
purchase. Warranty excludes damage to your vehicle, cargo, or any person or property during assembly, installation, and use. 
 
♦ Do not carry more than 300 pounds (68KG) of combined cargo and accessories on ProRac load bars. ProRac load bars and rails do not 

increase the bed rail strength. ProRac cannot warranty loads that exceed this limit. 
♦ Do not use ProRac load bars and accessories for purposes other than those for which they were designed. Do not exceed their carrying 

capacity. Failure to follow these guidelines or the product instructions will void the warranty. 
♦ Make sure all knobs, bolts, screws, straps, and locks are firmly attached, tightened, and locked before every trip. All fasteners must be 

periodically inspected for signs of wear, corrosion, and fatigue. Check your load at stops during long trips to ensure continued fastening 
security. 

♦ Check all local and state laws governing projection of objects beyond the width and length of vehicle. Be aware of the width and height of your 
cargo since low-clearance branches, bridges, and parking garages can affect the load. Never drive with any lock, knob, or rack in an open or 
unlocked position. All long loads such as, but not limited to, sailboards, surfboards, kayaks, canoes, and lumber must be tied down front and 
rear to the bumpers or tow hooks of the vehicle. 

♦ Remove your rack and accessories when they are not in use and before entering automatic car washes. 
♦ All locks must be turned and moved periodically to ensure smooth operation. Use graphite or similar dry lubricant. Locks are designed to deter 

vandalism and theft. Remove valuable gear if your vehicle is unattended. Replacement keys are available only through your ProRac dealer. 
♦ All cargo will affect the vehicle’s driving behavior. For your safety, adapt your speed to the conditions of the road and load being carried. Obey 

all posted speed limits and traffic cautions. 
♦ Due to their wind resistance, do not carry disks or wheels with covers on the ProRac bike carrier. 
♦ Consult your ProRac dealer if you have questions regarding the operation and limits of ProRac products. Review all instructions and warranty 

information carefully. 
 

    STR100-IS 
© 2007 ProRac Systems, Inc.                   Revised 09-06-07 
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Part Description Quantity 
A Rack Rails 2 
B Rack Rail End Caps 4 
C ¼-20 x ½” long Button Head Screws 4 
D Pinch Clamps  6 
E Rack Rail Inserts 6 
F Load Bars 2 
G Load Bar End Caps 4 
H ¼-20 x 9/16” long Narrow Shoulder Hex Head Screws 4 
I ¼ Flat Washers 16 
J ¼ Split Lock Washers 16 
K ¼-20 x ¾” long Button Head Screws 16 
L ¼-20 Nylon Insert Lock Nuts 8 
M Backing Plates 4 
N Uprights, 10” high 4 
O Hex Key Wrench 1 
P 7 ft length Tear Drop Seals 2 
Q ¼-20 x 1-1/2” long Button Head Screws 6 

NOT SHOWN Clear Film for stake pockets 1 
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