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Mazda
2003-06 RX-8

Rotary 1.3L

69-6030-1

TO START:
1. Turn the ignition OFF and disconnect

the vehicle's negative battery cable.

2. Remove engine cover as shown.

3. Disconnect the mass air sensor electrical

connection as shown.

4. On manual transmission vehicle, (automatic

transmission vehicles, go to step 7.) disconnect

the vacuum switch electrical connection and

unclip the wire from the mass air sensor housing

as shown. NOTE: some EU and UK SP-vehicles

may have this connection, even if they don’t have

the vacuum switch!

5. On manual transmission vehicles, remove the

vacuum canister from the clip on the side of the

airbox assembly.

6. On manual transmission vehicles, remove the

vacuum hose from the resonator as shown.

7. Disconnect the three hoses from the stock

intake tube as shown.

12. Using a pair of pliers, unclip the wire harness

from the air cleaner assembly as shown.

8. Loosen the hose clamp at the mass air

sensor as shown.

9. Lift up on the back of the air cleaner to release

the airbox assembly from the stock grommets.

10. Push back on the front of the air cleaner to

release the air cleaner from the stock grommets.

11. Lift the air cleaner upwards, then disconnect the

vacuum hose from the vacuum switch (automatic

transmission vehicles disregard the vacuum switch

hose and go to step 12.) as shown.

Parts List

TOOLS NEEDED:

Flat blade screw-

driver

Phillips screwdriver

Pliers

Ratchet

10mm socket

10” extension

3mm allen

4mm allen

5mm allen
Description Qty. P/N

A CARBON INVERTED CONE AIR FILTER 1 RU-5123
B HOSE CLAMP; #104 1 08697
C ADAPTOR; #451, 5-1/2"OD 1 08916
D GASKET; 69-6030-1 2 10395
E HEAT SHIELD; 69-6030-1 ANODIZED BLK 1 07333
F SCREW; M3-0.5 X 6MM, PHILLIPS, SS 2 09375
G WASHER; 3MM, FLAT, SS 4 21706
H NUT; M3 - 0.5, HEX, SS 2 07509
I WASHER; 1"OD 2 08160
J WASHER; RUBBER 1"OD 2 21685
K BOLT; M4 - 0.7 X 8MM L, CHA, SS 2 07733
L BOLT; M6-1.00 X 25MM BH, SS 4 07729
M WASHER; 6MM WAVE, SS 4 08277
O HOSE CLAMP; #60 1 08628
P HOSE; 3" - 3-1/2" ID STEP HUMP, BLACK 1 084079
Q HOSE CLAMP; #44 1 08560
S TYPHOON INTAKE TUBE 1 27329TFK
T HOSE CLAMP; #004 MINI 1 21850
U BREATHER HOSE 1 08139
V ZIP TIE 1 21589

13. On manual transmission vehicles (automatic

transmission vehicles go to step 14) turn the air

cleaner upside down to remove the nut that

secures the vacuum switch to the air cleaner

assembly then remove the vacuum switch.

15. Remove the intake hose as shown.

14. Loosen the hose clamp and pull the intake

tube off of the throttle body, rotate the tube

and unclip the vacuum hose from the intake

tube as shown.

16. Remove the two lower bolts that secure the

airbox assembly support brackets as shown.

17. Remove the mass air sensor from the air

cleaner housing as shown.

To oil filter, cut off or puncture oil pillow spout at the

designated “cut off” marking. Gently squeeze a small

amount of oil along each pleat. Wait 20 minutes, and

then re-apply additional oil to any light areas. Use the

one supplied oil pillow completely.

Be sure to oil pleats evenly, do not over oil filter.

INSTALLATION INSTRUCTIONS

18. Remove the stock grommets from the air

cleaner assembly as shown.

NOTE: for EU and UK vehicles, the comments ‘automatic

transmission’ and ‘manual transmission’ do not apply.

Instead, substitute ‘SP-vehicles’ and ‘HP-vehicles’

respectively and follow instructions accordingly.

NOTE: FAILURE TO FOLLOW INSTALLATION

INSTRUCTIONS AND NOT USING THE 

PROVIDED HARDWARE MAY DAMAGE THE

INTAKE TUBE, THROTTLE BODY AND

ENGINE.



INSTALLATION INSTRUCTIONSContinued
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24. Install the heat shield and the remaining gasket

onto the filter adaptor as shown.

19. On manual transmission vehicles (automatic

transmission vehicles go to step 20) remove the

vacuum canister clip from the air cleaner assembly.

20. Manual trans only, install the canister clip from step

19 onto the heat shield using the provided hardware.

21. Install the stock grommets from the stock air

cleaner onto the heat shield as shown.

22. Remove the stock screen from the air cleaner

cover as shown.

23. Install the stock screen and the provided

gasket onto the back of the provided filter

adapter as shown.

25. Install the K&N intake tube onto the heat shield

and secure with the provided hardware as shown.

26. Install the mass air sensor into the intake tube

using the provided hardware as shown.

27. Install the silicone hose and hose clamps onto

the throttle body as shown.

28. Install the provided rubber washers and

fender washers onto the existing air cleaner

mounts as shown.

29. Install the heat shield into the vehicle and slide

the intake tube into the silicone hose as shown.

30. Secure the heat shield to the stock air cleaner

mounts using the stock bolts as shown.

31. Manual trans only, slide the canister from step 5

into the canister clip as shown.

32. Manual transmission vehicles install the vacuum

switching valve onto the back side of the heat shield

(Pic A) and secure using the stock nut (Pic B) as

shown. NOTE: if the hose between canis-ter and

switch proves too short, replace it with the provided

breather hose as shown (Pic C).

39. Install the engine cover as shown.

38. Reconnect the vacuum switching valve

electrical connection as shown.

36. Install the K&N Filtercharger and secure

using the provided hose clamp as shown.

37. Reconnect the mass air sensor electrical

connection as shown.

40. Re-connect the negative battery cable and double

check that everything is tight and properly positioned

before starting vehicle.

ROAD TESTING:

1. Start the engine with the transmission in neutral or park, and

the parking brake engaged. Listen for air leaks or odd noises.

For air leaks secure hoses and connections. For odd noises,

find cause and repair before proceeding. This kit will function

identically to the factory system except for being louder and

much more responsive.

2. Test drive the vehicle. Listen for odd noises or rattles and fix

as necessary.

3. If road test is fine, you can now enjoy the added power and

performance from your kit.

4. K&N suggests checking the Filtercharger element periodically

for excessive dirt build-up. When the element becomes covered

in dirt (or once a year), service it according to the instructions

on the Recharger service kit, part number 99-5000 or 99-5050.

42. It will be necessary for all Typhoons to be checked

periodically for realignment, clearance and tightening of

all connections. Failure to follow  the above instructions

or proper maintenance may void warranty.

41. The C.A.R.B. exemption sticker, (attached), must be visible

under the hood, so that an emissions inspector can see it when

the vehicle is required to be tested for emissions. California

requires testing every two years, other states may vary.

Pic. A

Pic. B

34. Manual transmission vehicles reroute the

vacuum hose through the corner of the heat

shield (Pic A) and reconnect the hose to the

vacuum switching valve (Pic B) as shown.

Pic. A

Pic. B

*FREE K&N DECAL To register your warranty, please see us online at knfilters.com/register. FREE K&N DECAL*

35. Install the provided hose clamp as shown and

tighten. Then reconnect the other vent hoses to the

vents on the K&N Typhoon intake tube as shown.

(hose clamp)

Pic. C

33. EU and UK SP-vehicles with the dummy electrical

connection described in step 4, secure the excess

electrical connector away using the zip tie provided as

shown.


