
One Year Limited Warranty

 Rocky Mounts Inc. Warrants to the original purchaser that the product will be free from defects in material and/or 
workmanship for one (1) year from the date of original retail purchase. Subject to the limitations stated below, Rocky Mounts will 

at its own expense during the one year warranty period repair or replace the defective component(s). The purchaser will be 
responsible for freight charges to Rocky Mounts. This warranty is only applicable if the instructions are correctly followed and the 
components are properly used. This warranty is not applicable if the defect is caused by normal wear and tear or exposure, the 
component(s) is damaged from misuse, abuse, theft, fire, accident, alteration, mixing third party components with the system 

and/or unlawful operation of the vehicle. Rocky Mounts Inc. cannot and does not assume responsibility for any damages to any 
property arising out of the improper attachment to a vehicle or a bicycle to the system or use of its products. This limited warranty 

applies to Rocky Mounts products and not to the products used in conjunction with Rocky Mounts products.

 This warranty is in lieu of all other warranties, expressed or implied, and does not cover consequential damages of any 
kind arising from the use or misuse of Rocky Mounts products.

ROCKY MOUNTS DOES NOT AUTHORIZE ANY PERSON TO ASSUME, ON ITS BEHALF, ANY OTHER OBLIGATION OR 
LIABILITY.
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First slide front and rear halves 
together.

Snap the saddle (3) into basket. 
The saddle must sit on the cross 
bar then secure it with bracket top 
plate (4), wing nuts (5), and U 
bolts.  

Firnly tighten two screws
with the wrench that is provided.
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14er Roof Basket Manual
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Guidelines/Restrictions:
-  This carrier is intended for crossbars that run perpendicular to the vehicle.  
-  Minimum crossbar spread is 27.5” 
-  Do not exceed the load capacity of your vehicle’s roof rack, basket limit 150 lbs evenly distributed.
- If you strap any load longer than 8 feet to the basket, please use front and rear tie down to strap it to the bumpers 
of the vehicle.  



D

×6

×6
×6

×1

×1

Install fairing with enclosed screws.
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