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Thank you for purchasing the WeatherTech® No-Drill MudFlap. Please read this installation guide to  
thoroughly familiarize yourself with the steps to install the MudFlap on your vehicle. When properly installed, 
the WeatherTech® No-Drill MudFlap will provide you with years of protection.

MudFlap

Tools Needed
You will need the tools pictured here to  
complete the installation.

Hardware Included
Your MudFlap kit includes  
(2) #1/4 x 20 x 1” bolt and nut
(2) #12 x 24 x 3/4” machine screw and nuts
(4) #10 x 1” sheet metal screw
(4) Washers

Installation Instructions

Start by thoroughly washing your vehicle. Take 
care to remove all dirt, debris, and stains from 
each fender in the areas corresponding to where 
the MudFlaps will be installed. 

Begin driver's side MudFlap installation by  
parking the vehicle on level ground with wheels 
turned fully to the left. 

Locate fasteners holding inner plastic liner to fender 
lip. Using the appropriate socket, remove these 
fastener(s). These fasteners will be replaced with the 
fasteners provided. 

Place the MudFlap (marked LH) in place on the fender. 
Line up the holes in the MudFlap with the holes in the 
fender lip and the plastic well liner behind it.  
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The MudFlap is designed to 
fit vehicles with standard size 
wheels and tires. Installation  
of mud flaps on vehicles with 
aftermarket wheels or oversize 
tires may interfere with the  
MudFlap and will void the  
warranty and may damage the 
MudFlap or the vehicle.  

WARNING!



Using the sheet metal screws with washers, put  
screw thru the MudFlap, and fender lip and thread into 
the clip on the plastic liner. If you have used (2) sheet 
metal screws, firmly press the MudFlap onto the  
fender and tighten the screws.
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Congratulations! 

If your liner does not have a clip attached to it, use 
the box end wrench to hold the nut for the smaller 
machine screw. Using the wrench, hold the nut behind 
the hole on the fender. 

Using the smaller machine screw and washer, put the 
screw thru the MudFlap and the hole in the fender lip 
threading it into the nut. While pressing the MudFlap 
firmly against the fender, tighten the (2) fasteners. 

Questions? Call customer service @ 630.769.1500 
Monday thru Friday, 9 a.m. to 5 p.m. Central Time.
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(Optional) For additional support, a 1/4” hole can be 
drilled or cut into the plastic liner behind the 3rd hole 
provided in the MudFlap. Once the (2) fasteners have 
been tightened, use the 3rd hole in the MudFlap as the 
guide to drill an additional hole (this hole will only be 
in the plastic). 

For rear MudFlap, repeat steps 1 thru 8.
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Your WeatherTech® No-Drill MudFlap carries a 
Lifetime Warranty against defects in materials 

and workmanship when installed correctly.

Your new 
WeatherTech® 

No-Drill 
MudFlaps have 
been installed!


