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Thank you for purchasing the WeatherTech® No-Drill MudFlap. Please read this installation guide to 
thoroughly familiarize yourself with the steps to install the MudFlap on your vehicle. When properly installed, 
the WeatherTech® No-Drill MudFlap will provide you with years of protection.

MudFlap

Tools Needed
You will need a small flat blade, razor knife,  
7/16” box end wrench and Phillips 
screwdriver (stubby preferred) pictured 
here to complete the installation.

Hardware Included
Your MudFlap parts include: 
(4) #12 x 24 x ¾” Phillips head bolts
(4) 12 x 24 Serrated locknuts 
(4) #12 Washers

Installation Instructions

Start by thoroughly washing your vehicle. Take 
care to remove all dirt, debris, and stains from 
each fender in the areas corresponding to where 
the MudFlaps will be installed. 

Begin driver's side MudFlap installation by  
parking the vehicle on level ground with wheels 
turned fully to the left. 

Begin by locating the (2) plastic rivets shown. Use a 
small flat blade screwdriver to carefully remove the 
inner portion (pin) of the lower plastic rivet indicated.  
When the inner portion is removed, you will be able to 
remove the outer portion of the rivet.

For the upper rivet, it might be necessary to cut off 
the back or front of the rivet for removal.
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The MudFlap is designed to 
fit vehicles with standard size 
wheels and tires. Installation  
of MudFlaps on vehicles with 
aftermarket wheels or oversize 
tires may interfere with the  
MudFlap and will void the  
warranty and may damage the 
MudFlap or the vehicle.  

WARNING!

Parts Kit J



You will now have (2) exposed holes for mounting.

Congratulations! 

Please note the plastic tab located on the bottom  
portion of the MudFlap. This tab will be used to hook 
around and hold onto the bottom of the fender lip of 
the vehicle.

While holding the MudFlap at approximately 45˚ from 
vertical, hook the plastic tab on the MudFlap around the 
inside corner of the fender lip. When the lip edge has 
been hooked, rotate the MudFlap up into position on the 
edge of the fender. The MudFlap will conform perfectly 
to the contour of the fender.
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The slots in the MudFlap will line up with the holes  
in the fender.

Use the supplied bolts to attach the MudFlap. Before 
tightening, press the MudFlap against fender flare to 
assure a tight fit. Hand tighten the fasteners.
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Your WeatherTech® No-Drill MudFlap carries a 
Lifetime Warranty against defects in materials 

and workmanship when installed correctly.

Your new 
WeatherTech® 

No-Drill 
MudFlaps have 
been installed!
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