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Congratulations!  You have just purchased the finest Air Induction & Filtration system 
for your car at any price! 
The AEM Brute Force Intake System is the result of extensive development on a wide 
variety of cars.  It is the most advanced short pipe air intake system on the market.  
Each system is specifically engineered for its particular application.  All AEM Brute 
Force Intake Systems deliver maximum performance gains through the lightweight, all-
aluminum, mandrel-bent tubing that is tuned in both length and diameter.  The tube 
length and diameter are matched for each specific engine to give power over a broad 
RPM range.  Every intake is coated with a high-gloss, heat-reducing Zirconia based 
powder coating.  This special blend of powder coating helps reduce heat penetration, 
which in turn reduces the temperature of the inlet air charge.  The cooler inlet air 
temperature translates to more power during the combustion process because cool air 
is denser than warm air.  The air mass flow to the engine is increased because of the 
increased airflow and reduced inlet temperature, which translates to more power.   
 

 
Bill of Materials for:  Part #21-8112 

Quantity Part Number Description 

1 2-81121 Upper Intake Pipe 
1 2-81122 Lower Intake Pipe 
1 20-8121 Heat Shield 
1 32-3038 Heat Shield Bracket 
1 21-2109D Air Filter Assembly 3.25 x 9" 
1 5-352 Reducer Coupler 3.50/3.25 x 2.5" 
1 5-354 Oval-3.5" Coupler 
1 2-9007 Throttle Body Spacer 
2 1-3045 TBS O-Ring, 2-145 Buna 70 
1 6-413* Carbon Trap Isolator 
2 1-2038 M6 x 20 Hex/Flange Bolt 
2 559999 6mmx25mmx1mm Washer 
2 1-113 6" zip tie 
1 1-124 T20 Tamper Resistant Torx 

20" 8-111 Rubber Edge Trim 
1 1228560 Mount,Rubber 1" X 8MM 
2 559960 Washer M8 
1 444.460.04 Nut, Nylok 6MM 
2 444.460.08 Nut,Nylok 8MM 
1 103-BLO-5220 3.25" Hose Clamp 
2 103-BLO-5620 3.5" Hose Clamp 
1 103-BLO-7220 4.0"-5.0" Hose Clamp 
1 2-693 Breather Nipple 
1 10-8112 Kit Instructions 
1 10-922B BFS Emblem 
2 10-922S AEM Silver Decal 
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Read and understand these instructions BEFORE attempting to install this 
product. 

 
1) Getting Started 

a) Make sure vehicle is parked on a level surface. Set parking brake. 
b) Disconnect negative battery terminal from the battery. 
c) If engine has run within the past two hours, let it cool down. 

 
2) Removal of the stock intake system. 
 
  

a) Before removing any of the O.E. components, label 
each individual part so that no components 

become mixed up during the installation process. 

b) Unplug the wire harness from the Mass Air Flow 
(MAF) sensor.  

  

c) Loosen the hose clamp on the throttle body 
attached to the stock intake hose. Unplug the 
plastic breather hose connected to the intake 

hose. This is done by sliding the green retaining 
clip until the hose is free from the nipple. 

d) Remove the bolt securing the stock air box to the 
vehicle. Lift up on the stock air box until it is free 

from the vehicle. 

Retaining clip 
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e) Remove the two screws retaining the MAF sensor 
and carefully remove the MAF sensor. 

f) Remove the ABS wire harness from the ABS control 
unit. This is done by pushing in on the locking button 
and rotating the latch mechanism toward the engine.  

  

g) Move the harness out of the way and remove the 
upper and lower bolts securing the ABS unit to the 
chassis as shown. Set these bolts aside for now as 

they will be used during installation. 

h) Unplug the throttle plate control motor and the 
throttle position sensor as shown. 

  

i) Remove the two upper bolts and two lower nuts 
securing the throttle body to the intake manifold. Set 

the throttle body aside. 

j) Separate the stock intake tube from the air box by 
loosening the hose clamp securing them. Look inside 
of the air intake tube to see if there is a carbon trap 
present and if so procede to next step. Otherwise 

procede to step 2l).  
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k) This carbon trap is on 2005 model year 
Mustangs with Air Induction System part numbers 
4-R33-9C662-BJ (4.6L3V M/T) and 4R33-9C662-CF 
(4.6L 3v A/T)  Remove the carbon trap by using a flat 
head screwdriver and gently prying it out of the stock 

intake tube.  

l) Stock intake system removed 

 
 
3) Installing the AEM BFS Intake   

a) When installing the Brute Force Intake System, DO NOT completely tighten the hose clamps or 
mounting tab hardware until instructed to do so later in these instructions. 

 
 

  

a)  Install the two supplied o-rings into the throttle 
body spacer. Dab a small amount of grease into the 
groove to hold the o-rings in place during assembly. 

b) Install the throttle body spacer onto the two studs 
on the intake manifold with the two o-rings facing 

outward. Install the throttle body using the two 
previously removed nuts and bolts. Tighten to 84 inch 

pounds (7.0 ft-lbs). Note: Do not over tighten! 
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c) Install the supplied rubber mount on to the AEM 
heat shield using one each of the supplied washers 
and locknuts. Install the rubber edge trim around the 

pipe opening as shown. 

d) Install the heat shield into the engine compartment 
by carefully sliding it under the AC lines and aligning 
the two mounting arms with the holes in the fender 
and upper ABS mount. Secure using the previously 
removed bolt for the ABS housing and one supplied 

M6 bolt. 
  

e) Install the lower heat shield mount by using the 
previously removed lower ABS mount bolt. Use the 

supplied M6 bolt, nut, and washer to secure the lower 
mount to the heat shield. 

f) Plug the ABS wiring harness back into the ABS 
control module.  

  

g) Check to be sure that the AEM Brute Force intake 
pipe is clear from debris. Install the MAF Sensor using 

the original mounting screws. Use Caution to avoid 
damaging the o-ring. 

h) Install the aluminum nipple into the EPDM throttle 
body adapter coupler. This is done by pushing the 

nipple into the bung from inside the coupler. Next, pull 
the nipple through until it locks into place.  
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i) Install the adapter coupler onto the  throttle body 
using the #72 hose clamp. 

j) Attach the stock plastic breather hose by pushing it 
over the aluminum nipple until it snaps into place. 

  

k) Check the inside of the AEM Brute Force upper 
intake pipe to make sure it is clear of any debris. 

Install the pipe with the bend side into to the 
previously installed coupler. Secure using a # 56 hose 

clamp as shown. 

l) Vehicles not equipped with the carbon trap proceed 
to step 3n). However, vehicles equipped with a carbon 

trap, install the carbon trap into the supplied rubber 
isolator. The carbon trap is non-directional and can be 

installed in the isolator freely. 

  

m) Slide the carbon trap into the end of the upper 
intake pipe until it reaches the flange on the rubber 
isolator. Note: soapy water may be required for 

easier installation.  

n) Install the rubber reducing coupler onto the upper 
intake pipe. Secure using the supplied #56 hose 

clamp. 
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o) Install the lower Brute Force pipe by sliding it into 
the previously installed coupler. Align the bracket with 

the rubber mount on the heat shield.  
p) Install the M8 washer and nylok nut onto the rubber 

mount. Leave slightly loose for adjustment. 

  

q) Install the AEM Brute Force filter on to the end of 
the inlet tube. Push the filter over the inlet pipe until 
the stop in the filter is reached and install one hose 

clamp to secure the filter onto the inlet pipe. 

r) Plug in the MAF sensor on the pipe, the throttle 
position sensor and the throttle plate control motor on 
the throttle body. Zip tie TPC motor harness to MAF 

sensor harness. 

  

Before After 
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4) Re-assemble the vehicle 

a) Position the filter for best fitment.  Be sure that the filter or any other components do not contact 
any part of the vehicle or heat shield.  

b) Inspect the engine bay for any loose tools and check that all fasteners that were moved or 
removed are tight. 

c) Reconnect the battery terminal. 
d) Start engine and perform a final inspection before driving the vehicle. 
 
 
 

For Technical Inquiries 
E-Mail Us At 

tech@aempower.com 


