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Removal of Stock System: 

 

1.  Apply a penetrating lubricant liberally to all hangers, hardware and 

rubber isolators. 

 

2.  Lower the spare tire to provide clearance for removing the factory 

tail-pipes. 

 

3.  Remove tip hangers from vehicle, both sides. 

Refer to Figure 1. 

 

4.  Loosen the factory tail-pipe clamps and pry open the factory spring 

locks.  

Refer to Figure 2. 

 

5.  Remove the tail-pipes from the vehicle.  You may need to remove the 

driver-side isolator from the frame. 

 

6.  Loosen the clamp and coupler clamp (arrow) ahead of the muffler.  

Remove the factory muffler assembly from the hangers and remove 

from the vehicle.  Remove the coupler clamp from the muffler as it is 

used in the installation. 

Refer to Figure 3. 

 

 

Installation of MBRP Inc. Performance Exhaust: 

 

1.  Loosely install the Passenger-Side Front Pipe into the resonator 

using the factory clamp.  Do not fully tighten any clamps until the entire 

system is in place. 

Refer to Figure 4. 

 

2.  Loosely install the Driver-Side Front Pipe using the factory coupler 

clamp.  Center the coupler clamp on the joint. 

Refer to Figures 5 and 6. 

 

 

 

 
Figure 1 

 
Figure 2 

 
Figure 3 

 
Figure 4 

 
Figure 5 
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3.  Place the Muffler Hanger Clamp onto the outer Muffler inlet and 

one 3” Clamp onto the Driver-Side Front Pipe. 

Refer to Figure 7.  

 

4.  Install the Muffler onto the pipes and the Muffler Hanger Clamp 

into the factory rubber isolator at the same time. 

Refer to Figure 8.  

 

5.  Using a 3” Clamp, install the Driver-Side Over-Axle Pipe into the 

Muffler and into the factory isolator.   

Refer to Figure 9.  

 

6.  Install the Driver-Side Tail Pipe onto the Driver-Side Over-Axle 

Pipe and into the factory isolator.  It may be necessary to remove the 

factory isolator from the frame if not done so during system removal.  

Reinstall the factory isolator, if required. 

Refer to Figure 10. 

7.  Using a 3” Clamp, loosely (do not tighten clamp) install the 

Passenger-Side Tail Pipe onto the Passenger-Side Over-Axle Pipe and 

install into the Muffler (using a 3” Clamp) and factory isolator as an 

assembly. 

Refer to Figures 11 and 12. 

 

8.  Place the Driver-Side Tip Hanger Clamp onto the Driver-Side Tail 

Pipe and place the factory tip hanger onto the Driver-Side Tip Hanger 

Clamp. 

Refer to Figure 13. 

 

9.  Place the Exhaust Tip onto the Driver-Side Tail Pipe and into the 

Driver-Side Tip Hanger Clamp. 

Refer to Figure 14. 

 

10.  Reinstall the factory tip hanger using the original hardware.  Center 

the tip in the bumper opening and adjust to your liking.  The tips may 

need re-alignment as you tighten up the rest of the system. 

There is adjustment in the factory tail pipe hanger as well as the Hanger 

Clamp.  Some patience and care are required to get the alignment perfect. 

Refer to Figure 15. 
 

 

 

 
Figure 6 

 
Figure 7 

 
Figure 8 

 
Figure 9 

 
Figure 10 



 

S5264 © 04/18                      PAGE 4 OF 4 
 

 

11.  Repeat steps 8 through 10 for the passenger-side components. 

 

12.  Raise the spare tire into position. 

 

13.  Align all the components and partially tighten all clamps and 

hardware to ensure the Exhaust Tips are centered in the bumper 

opening, and there is clearance around the body, frame and bumper.  

Once everything is aligned, completely tighten all Clamps and 

hardware.   

 

14.  Check along the whole length of the exhaust system to ensure that 

there is adequate clearance around the frame, body, running boards, fuel 

and brake lines or any wiring.  If any interference is detected, relocate 

or adjust. 

 

 

 
       

 

Congratulations! You are ready to begin experiencing the improved 

power, sound and driving experience of your  MBRP Inc. 
performance exhaust system. We know you will enjoy your purchase. 

 

 

 
Figure 11 
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