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ProZ 50” Double Row LED Light Bar 
Installation Instructions 

Step 1 - 
Create a template by tracing 
the bottom of the bracket and 
clearly indication the bold 
hole with an X.  Alternately 
you can use the bracket itself 
as a template. 

Step 2 - 
Holding template to truck, use 
a center punch and mark the 
holes to be drilled.  Drill 
marked holes with a pilot drill 
bit and then work up to a 3/8” 
drill bit to finish. 
**NOTE** Start by using a 
5/64” drill bit and SLOWLY 
step up in small increments 
to 3/8” 

Step 3 - 
Insert the provided Nut Serts 
into the hole and then using a 
Nut Sert Tool (not provided) 
secure the Nut Sert to the 
sheet metal of the vehicle.  
(Follow the instructions that 
come with your tool for 
proper installation). 

**PLEASE READ ALL INSTRUCTIONS FROM START TO FINISH BEFORE INSTALLATION** 

Tools Needed: 
• Marker & Paper 
• Center Punch 
• Drill with 3/8” and 5/64” drill bit 

• Nut-Sert tool 
• Black Silicone 

 

Step 4 - 
Repeat step 3 for each hole 
on both sides. 

Step 5 - 
On passenger side first, install 
the bracket by placing rubber 
gasket between the cab and 
the bottom of the bracket.  
Install the ¼-20 x ¾” stainless 
steel safety torx bolt and 
rubber coated washer with 
supplied driver bit tool.  

 
Snug bolts, but do not fully 
tighten.  When completely 
installed, the bracket should 
look like this. 
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Step 6 - 
Install driver side bracket 
onto LED light bar using light 
bar hardware. 

Step 7 - 
Slide opposite side of the light 
bar into passenger side 
bracket. 

Step 8 - 
Fasten light bar into the 
passenger side bracket that is 
already installed in the 
vehicle.  

Step 9 - 
Drop driver side down and 
install the bracket and light 
bar to the vehicle.  Once the 
light bar is installed on both 
sides torque down on all 
hardware. 

Step 10 - 
Route the power wire down 
the windshield and wire light 
bar as noted in the light bar 
instructions.  We recommend 
using some black silicone on 
the bottom of the wire to 
hold it down in place.  

Have a question?  Contact Customer Service at (800)874-8888  


